
Cabinets - Countertops - Appliances
Model # Description Width Height Depth
GB4827 48" Grill Base Cabinet 48" 34 1/2" 27"
GB1827 18" Grill/Side Burner Base 18" 34 1/2" 27"
B1827FH 18" Full Height Base Cabinet 18" 34 1/2" 27"
ROTK18-FG 18" Base w/ Rollout Tray Kit 18" 34 1/2" 27"
CTL-JUPL2-GF Glacier Frost Countertop 2 Left 41 3/4" 1" 29 1/2"
CTL-JUPR4-GF Glacier Frost Countertop 4 44 3/4" 1" 29 1/2"
JUPG324-LP/NG 32" 4-Burner Jupiter Grill 34.7" 21.3" 26.2"
JUPDSB-LP/NG 15" Jupiter Double Side Burner 14.9" 11.4" 26.2"

Outdoor Kitchen Owner's Manual & Install Guide



Assembly Instructions – GB4827

Before you start assembly, inspect all panels and hardware to 
ensure nothing is damaged and that you have everything 
required.

We recommend laying the components on the provided 
packaging to protect the finish when assembling.

Requires: Description:

1 – C9 48“ wide Grill Cabinet Panel Kit

1 – A6 48" Grill Apron Front - HDPE

1 – D9 Doors & Back Panel Pack - HDPE

1 - E1 Cabinet End Panel Pack - 1-Pair

1 - K3 Assembly Hardware & Legs Kit 03

48” Grill Base

C9

48” wide x 27” deep Grill Base Cabinet

Required Tools
Electric Drill with Phillips and Square bit
Wire Cutters
Tape Measure
2x C-Clamp
CAUTION : Safety glasses and gloves recommended

For assistance visit
Weatherstrong.com

888-845-0004

Requires: Description:

1 – C3 42“ wide Grill Cabinet Panel Kit

1 – A4 42“ Grill Apron Front - HDPE

1 - D3 Doors & Back Panel Pack - HDPE

1 - E1 Cabinet End Panel Pack - 1-Pair

1 - K3 Assembly Hardware & Legs Kit 03

42” wide x 27” deep Grill Base Cabinet

Assembly Instructions – GB4227

42” Grill Base

C3C7

Requires: Description:

1 – C7 30“ wide Grill Cabinet Panel Kit

1 – A5 30“ Grill Apron Front - HDPE

1 – D7 Doors & Back Panel Pack - HDPE

1 - E1 Cabinet End Panel Pack - 1-Pair

1 - K3 Assembly Hardware & Legs Kit 03

Assembly Instructions – GB3027
30” wide x 27” deep Grill Base Cabinet

30” Grill Base
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Hardware Kit K3 Cabinet Kit PACK E1

20 Locator Dowel 

32 Assembly Screw

33 Attachment Screw

8 Hinge Screw

7 Drawer Front Screw

4 Hinge Plate
(with pre-mounted screws)

4 Soft Close Hinge

4 Door Bumper

2 Door Handle Kit

2 Cabinet Leg 2PK

Finish Kit Pack A4,A5 or A6

B

F

J

P

E

D

1

1

1

1

1

I2

2

2

Cabinet Kit PACK C3,C7 or C9

2

1

PACK B1 – (Optional)

1

Picture Qty Item                                 Item ID

H1

H2

H3

H6

H4

H5

H7

H9

H8

2”

1 ¼”

5/8”

1 ¼”

1 Τ9 16”

H10

1

L

R

End Panel Left

End Panel Right

C1

Back Panel

Fixed Shelf

Cross Brace

Back Brace

Apron Support

Apron Rail

Door

Matching 
Back Panel

Apron Front

Matching 
End Panel

Picture Qty Item                     Item ID

C2

Picture Qty Item             Item ID

Finish Kit Pack D7,D3 or D9

G
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Assembly Screw holes
 
Locator Dowel holes

Attachment Screw holes

Hinge Plate Screw holes

H2

H1

H2

H2

H2

H2 H2 H2

H2

H1

H1

H2

H1

H1

H1

H2

H1

H1

H1 H1 H1

H4

H4

H4

H3

H3

H3

H3

H3

H3

H3

Hole Assignments: Pack E1
Hole Assignments – Right End Panel

Back of 
cabinet

Front 
of 

cabinet

3

R
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H2

H2

H2

H2

H2H2H2

H1

H1

H1

H2

H1

H2

H1

H1

H1

H1H1H1

H4

H4

H3

H3

H3

H3

H3

H3

Back of 
cabinetFront 

of 
cabinet

Assembly Screw 
holes
 
Locator Dowel holes

Attachment Screw 
holes

Hinge Plate Screw 
holes

H1

H2

H4

H3

Hole Assignments: Pack E1
Hole Assignments – Left End Panel

4

L
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R

Lay Panel (R) and (L) on a flat surface and insert 
Locator Dowel (H1) in the correct locator dowel 

holes. Reference pages 3 and 4.

STEP 1
REQUIRES

20 x Locator Dowel  
(H1)

R

B

R

B

STEP 2
REQUIRES

3 x Assembly screws  
(H2) & Drill

L

Back
Front

BackFront

Back

Front

6

Panels should be flush

10/9/2025

REV4.0

Insert the 3 Locator Dowels on the left side of Panel (R) into the locator 
dowel holes on the side of Panel (B).  Use the Drill and 3 Assembly 

Screws (2) to screw Panel (R) to Panel (B). If Panel (B) is not flush or inset 
with the edge of Panel (R) rotate Panel (B) 180 degrees.

WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘



Insert the Locator Dowel (H1) on Panel (R) into the 
locator dowel hole on Panel (F). Use the Drill and 3 

Assembly Screws (H2) to screw Panel (R) to Panel (B).

STEP 3
REQUIRES

6 x Assembly screws  (H2) 
Drill

R

B

F

R

B

Insert the Locator Dowel (H1) on Panel (R) into 
the locator dowel hole on Panel (C). Now, use the 
Drill and 5 Assembly Screws (H2) to screw Panel 

(R) and (B) to Panel (C).

STEP 4
REQUIRES

5 x Assembly screws  (H2) 
Drill

C2

B
R

C2

R B

7
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WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘



Insert the Locator Dowel (H1) on Panel (R) into the 
locator dowel hole on Panel (C). Now, use the Drill 
and 2 Assembly Screws (H2) to screw Panel (R) to 

Panel (C).

STEP 5
REQUIRES

2 x Assembly screws (H2) 
Drill

R

C1

R

Use the Drill and 1 Assembly Screw (H2) screw 
Panel (R) to Panel (D).

STEP 6
REQUIRES

1 x Assembly screws (H2)
Drill

R

D

8

C2
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WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘



Insert the Locator Dowels on Panel (L) into the locator 
dowel holes on the sides of Panels (F), (C), (D), and (B). 

STEP 7

L

B
CF

D

STEP 8
REQUIRES 

11 x Assembly screws (H2) 
Drill

F

C1C

L

9

B

C2
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Using the Drill and 11 Assembly Screws (H2) 
screw Panel (L) to Panels (F) , (C), (D) and (B).

WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘

D



Align the attachment screw holes in Panel (B) with the 
attachment screw holes in Panels (J) then use the Drill and 12 

Attachment Screws (H3), and screw Panel (B) to Panels (J).

STEP 9
REQUIRES

12 x Attachment Screws (H3) 
Drill

B

J J

Insert the 2 Locator Dowels on Panel (L) and Panel (R) 
into locator dowel holes on Panels (E). Then using the 
Drill and 4 Assembly Screws (2 per each Panel) screw 

Panel (R) and (L) to Panels (E).

STEP 10

REQUIRES
4 x Assembly screws (H2)

Drill

L
R

E E

E E

L
R

10
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WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘



L

R

On Panel (L) and Panel (R) using the Drill and 4 Hinge Plates 
(H5), 2 for each side, screw hinge plates to the correct hinge 

plate holes. Reference hole assignment on page 3.

STEP 11
REQUIRES

4 x Hinge Plate  (H5) 
Drill

REQUIRES
2 x Cabinet Leg packs (H10) 

Drill

STEP 12

Cabinet Leg Pack (H10) consists of 2 cabinet legs, 2 cabinet leg plates 
and 8 screws. Screw front cabinet leg plates onto the cabinet 2 inches 

from the front, and flush to the sides. Screw back cabinet leg plates onto 
the cabinet 5/8 of an inch from the back and flush to the sides. Now, 

screw on the 4 adjustable legs.

Front

Back

Flush 
on 

side

Flush 
on 

side

11
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2"

Flush 
on 

side

Pro Tip: Make sure the 
adjustable end of each leg is 
loose before standing the 
cabinet upright. This will make 
leveling the cabinets easier.

X4

FRONT

F



Option A: Screwing Cabinets Together – align the Attachment Screw holes in each cabinet and using the Drill and 6 Attachment Screws (H3) 
screw the cabinets together. You may wish to use a C-clamp to secure panels in place while attaching. Make sure the cabinet sides are flush in 

front and back.

STEP 13 (Depends on location of cabinet)
REQUIRES

6 x Attachment Screws (H3) 
Drill

Option A: Joining Cabinets Together

12
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STEP 13 (Depends on location of cabinet)
REQUIRES

6 x Attachment Screws (H3) 
Drill

Option B: Applying Finished End – align Panel (P) to Panel (L) or Panel (R), ensure Panel (P) is flush to the back of Panel (J). Using the Drill and 6 
Attachment Screws (H3) screw Panel (L) or (R) to Panel (P). You may wish to use a C-clamp to secure panels in place while attaching. The back edge 

of Finished End (P) should be flush with Panel (J). The front edge will protrude in front of the cabinet until the doors are installed

L

Option B: Applying A Finished End

J

13

R

P
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G

L

R

J

J

STEP 14

Apply Door Bumpers (H7) to designated areas. Cut Apron before attaching. Using the Drill and 7 Drawer 
Front Screws (H8) screw both Panels (E) and Panel (D) to Panel (G).

REQUIRES
7 x Drawer Front Screw (H8) 

Drill

D

E

14
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STEP 15 STEP 16

I

I

R

L

Lay the Doors (I) face-down on a smooth flat surface and insert 4 Soft Close Hinges (H5). Make sure the screw holes align. 
Using the Drill and 8 Hinge Screws (H6) screw the Soft Close Hinges (H5) to Doors (I).

To attach the Door (I) – Locate the small ‘hooks’ on the underside of the Soft Close Hinge and hook them under the front of 
the Hinge Plate, then press the back of the Hinge towards the Plate until it ‘clicks’ into place. Repeat for the remaining Hinges.

REQUIRES
4 x Soft Close Hinge (H5)

8 x Hinge Screw (H6) 
Drill

I
X2

15
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STEP 17
REQUIRES

2 x Door Handle Kit (H9) 
Wire Cutters 

Use Wire Cutters or Pliers to cut the Handle Screws at the Door Handle break point

Door 
Handle 

Breakpoint

16
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Screw door handle to both Doors (I) using the screws in the previous step, and place 
remaining Door Bumpers (H7)

STEP 18
REQUIRES

2 x Door Handle Kit (H9)
4 x Clear Door Bumpers (H7)

 Drill

17
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18” Grill 
Base

Before you start assembly, inspect all panels and hardware to 
ensure nothing is damaged and that you have everything 
required.

We recommend laying the components on the provided 
packaging to protect the finish when assembling.

Assembly Instructions – GB1827

Required: Description:

1 – A1 18”  Apron Front - HDPE

1 - C2 18” Grill Base Cabinet Panel Pack

1 - D2 Door & Decorative Back Panel Pack - HDPE

1 - E1 Cabinet End Panel Pack - 1-Pair

1 - K2 Assembly Hardware & Legs kit 02

18” wide x 27” deep Grill/Side Burner Base Cabinet C2

Required Tools
Electric Drill with Phillips and Square bit
Wire Cutters
Tape Measure
2x C-Clamp
CAUTION : Safety glasses and gloves recommended

For assistance visit
Weatherstrong.com

888-845-0004
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Hardware Kit K2

20 Locator Dowel

26 Assembly Screw

26 Attachment Screw

4 Hinge Screw

2 Hinge Plate
(with pre-mounted screws)

2 Soft Close Hinge

2 Door Bumper

1 Door Handle Kit

6 Drawer Front Screw
( 1 ¼” screw)

2 Cabinet Leg 2PK

L

R

1

1

B1

F1

C2

I1

J1

P2

Cabinet Kit PACK C2

E2

D1

PACK B1 (Optional)

Finish Kit PACK A1

H1

Picture Qty Item                                 Item ID

H1

H2

H3

H6

H4

H5

H7

H9

H8

2”

1 ¼”

5/8”

1 ¼”

1 Τ9 16”

H10

End Panel Left

End Panel Right

Back Panel

Fixed Shelf

Cross Brace

Apron Support

Apron Rail

Door

Matching 
Back Panel

Apron Front

Matching 
End Panel

Cabinet Kit PACK E1
Picture Qty Item                    Item ID

Finish Kit PACK D2

Picture Qty Item              Item ID
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Locator Dowel holes

Assembly Screw holes

Attachment Screw holes

Hinge Plate Screw holes

H1 H1

H1

H1

H1

H1 H1 H1

H1

H2

H2

H1

H2

H2

H2

H2

H2

H2

H2 H2 H2

H4

H4

H4

H3

H3

H3

H3

H3

H3

H3

Hole Assignments: Pack E1
Hole Assignments – Right End Panel

Back of 
cabinet

Front 
of 

cabinet

3

R
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H1

H1

H1

H1

H1H1H1

H1

H2

H2

H1

H2

H2

H2

H2

H2

H2H2H2

H4

H4

H3

H3

H3

H3

H3

H3

Back of 
cabinet

Front 
of 

cabinet

Locator Dowel 
holes

Assembly Screw 
holes

Attachment Screw 
holes

Hinge Plate Screw 
holes

H1

H2

H4

H3

Hole Assignments: Pack E1
Hole Assignments – Left End Panel

4

L
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STEP 1
REQUIRES

20 x Locator Dowel  (H1)

STEP 2
REQUIRES

3 x Assembly screws  (H2) 
Drill

Lay Panel (R) and (L) on a flat surface and insert Locator Dowel (1) in the 
correct locator dowel holes. Reference pages 3 and 4.

Insert the 3 Locator Dowels on the left side of Panel (R) into the locator 
dowel holes on the side of Panel (B).  Use the Drill and 3 Assembly Screws 
(H2) to screw Panel (R) to Panel (B). If Panel (B) is not flush or inset with 

the edge of Panel (R) rotate Panel (B) 180 degrees.

R

L

R

B

BR

Back
Front

BackFront

Back
Front

6

Panels should be flush
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WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘



Insert the 3 Locator Dowels on the bottom of Panel (R) into the 
locator dowel holes on the side of Panel (F). Use the Drill and 3 

Assembly Screws (H2) to screw Panel (R) to Panel (F).

STEP 3
REQUIRES

3 x Assembly screws (H2) 
Drill

F

R

R

F

Insert Locator Dowel (H1) on Panel (R) into locator dowel hole 
on Panel (C). Now, use the Drill and 2 Assembly Screws (H2) to 

screw Panel (R) to Panel (C).

STEP 4
REQUIRES

2 x Assembly screws (H2)
Drill

C

R

R

C

B

B

B

7
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WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘



STEP 6

R

R

C

Use the Drill and 1 Assembly Screw (H2) screw 
Panel (R) to Panel (D).

Insert the Locator Dowel (H1) on Panel (R) into the locator 
dowel hole on Panel (C). Now, use the Drill and 2 Assembly 

Screws (H2) to screw Panel (R) to Panel (C).

STEP 5
REQUIRES

2 x Assembly screws  (H2)
Drill

REQUIRES
1 x Assembly screws  (H2) 

Drill

8
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D

WARNING!
DO NOT 

OVERTIGHTEN 
FLUSH SCREW 

TO PANEL

    ✘


